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KEY FEATURES INCLUDE

The Adikt is Linn’s newest moving magnet cartridge
giving the audiophile a cost effective entry into the
world of faithful and accurate vinyl reproduction.
Our unrivalled pedigree in the area of vinyl transcription
has resulted in a world-class product capable of a smooth
and extended frequency response.

The Adikt is a cutting edge product both in terms of
design and precision engineering. It is easily mounted
on a wide range of tonearms and forms the front end
of any quality vinyl based system.

ADIKT
SPECIFICATION

A cost effective moving magnet transcription cartridge

❙ Entry level moving magnet cartridge

❙ Rigid body

❙ Finely detailed and dynamic sound

❙ Replaceable stylus

❙ Suitable for wide range of tonearms

❙ Designed for quick and simple installation
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ADIKT
TECHNICAL SPECIFICATION

A cost effective moving magnet transcription cartridge
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Floors Road, Waterfoot, Glasgow G76 0EP, Scotland, UK.
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Telephone: +1 (904) 645 5242, Facsimile: +1 (904) 645 7275, Helpline: 888-671-LINN, E-mail: helpline@linninc.com, Website: www.linninc.com

Linn Deutschland GmbH
Albert-Einstein-Ring 19, 22761 Hamburg, Deutschland.
Telephone: +49-40-890 660-0, Facsimile: +49-40-890 660-29, E-mail: info@linngmbh.de, Website: www.linn.co.uk

Linn Records Ltd
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Website: www.linnrecords.com
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❙ Introduced 2002
❙ Type Moving magnet phono cartridge
❙ Stylus Gyger II (replacable) 
❙ Tracking force 1.5g - 2.0g (1.75g nom) 
❙ Cantilever Aluminium 
❙ Coil wire Copper 
❙ Pin connection type 1.2mm (gold) 
❙ Recommended load resistance 47kohms 
❙ Load capacitance 150 - 200pF 
❙ Weight 7.0g 
❙ Separation 25dB at 1kHZ 
❙ Channel balance 2dB at 1kHz 
❙ Output at 5cm/s 1kHz 6.5mV ± 1.5dB

The above information is subject to change without prior notice


